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ABSTRACT: In 1982, the National Weather Service (NWS) published
criteria for developing the spatial and temporal precipitation distribu-
tion characteristics of Probable Maximum Storms. The criteria, which
are intended for use in the United States east of the 105th meridian, in-
volve four variables: (1) location of the storm center, (2) storm-area
size, (3) storm orientation, and (4) temporal arrangement of precipita-
tion amounts. A computer program has been developed which applies
the NWS criteria to produce hyetographs of spatially-averaged precipita-
tion for a basin, or for each subbasin if the basin is subdivided. The
basis and operational characteristics of the program are described, and
an application is illustrated in which the program is used in conjunction
with a precipitation-runoff simulation program (HEC-1) to compute a
Probable Maximum Flood.

(KEY TERMS: Probable Maximum Flood; design storm.)

INTRODUCTION

In 1978, the United States National Weather Service (NWS)
published estimates for Probable Maximum Precipitation
(PMP) for the eastern part of the country, east of the 105th
meridian (NWS, 1978). The estimates apply to areas of 10 to
10,000 5q. mi. and durations of 6 to 72 hours. The National
Weather Service has also published applications criteria (NWS,
1982) that can be used with the PMP estimates to develop
spatial and temporal characteristics of a Probable Maximum
Storm (PMS). A PMS thus developed can be used with a
precipitation-runoff simulation model to calculate a Probable
Maximum Flood (PMF) hydrograph. The PMF is used in the
hydraulic design of project components for which virtually
complete security from flood-induced failure is desired; for
example, the spiliway of a major dam or protection works for
a nuclear power plant.

The NWS criteria for defining a PMS require that the mag-
nitude of four variables be established: (1) location of the
storm center, (2) storm-area size, (3) storm orientation, and
(4) temporal arrangement of precipitation amounts. Addi-
tional variables that influence the magnitude of a PMF include
antecedent moisture conditions and the initial state of a reser-
voir or reservoir system. The four PMS variables are generally
chosen to produce the maximum peak discharge or runoff
volume at the point of interest. 1t is therefore necessary to
calculate runoff as a part of the trial and error process of
establishing the magnitude of the PMS variables.

! Paper No. 84C17 of the Water Resources Bulletin,

PROBABLE MAXIMUM FLOOD ESTIMATION — EASTERN UNITED STATES'

Paul B. Ely and John C. Peters*

A computer program has been developed (HEC, 1983b) for
applying the NWS procedure for defining a PMS. The pro-
gram, called HMRS2, has an optional capability to pass cal-
culated hyetographs to a data storage system for subsequent
retrieval by computer program HEC-1 (HEC, 1981), with
which runoff is calculated. This paper describes the basis for
the new program and describes its application in conjunction
with HEC-1.

COMPUTER PROGRAM HMRS2

The NWS criteria define the PMS in terms of a set of ellip-
tical isohyets for a series of ‘standard’ area sizes — 10, 25, 50,
100, etc., up to 60,000 sq. mi. The basis for, and method of,
assigning precipitation depths to the isohyets are provided in
Hydrometeorological Report No. 52 (NWS, 1982). For runoff
determination, a watershed is generally divided into subbasins,
and a hyetograph (i.e., time distribution) of average precipita-
tion for each subbasin is required. The output from HMRS2
consists essentially of a set of subbasin hyetographs.

The sequence of computations in HMRS2 is first to calcu-
late a PMS for the total watershed and then to determine the
corresponding subbasin hyetographs. Input items for HMRS?2
include the following:

1. X-Y coordinates for the total watershed and for each
subbasin. These could be obtained with a digitizer.

2. Depth-area-duration PMP data from Hydrometeorologi-
cal Report No. 51 (NWS, 1978).

3. Preferred storm orientation from Hydrometeorological
Report No. 52 (NWS, 1982).

4. X-Y coordinates of the storm center.

5. Storm-area size.

6. Storm orientation,

7. Temporal arrangement of six-hour depths,

8. Time interval for hyetographs.

Although PMS variables are generally based on the pro-
duction of peak discharge or maximum runoff volume, maxi-
mization of the average depth of precipitation over the water.
shed is, in many cases, a virtually equivalent criterion. The
HMRS2 program contains an option by which storm area size

2Hydmnlic: Engineers, Hydrologic Engincering Center, 609 Second Street, Davis, California 95616.
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and/or orientation can be optimized with maximization of
average depth as an objective function. Although the program
does not have capability to optimize the location of the storm
center, the program will locate the storm center at the basin
centroid if location of the storm center is not specified. The
programmed optimizaiion procedure is as follows:

1. The major axis of the storm is oriented such that the
moment of inertia (second moment) of the basin area about
this axis is a minimum. The depth of basin-average precipita-
tion is determined for an array of storms corresponding to the
standard siorm-area sizes. The storm-area size which produces
the maximum average depth is selected as the critical storm-
area size (i.e., see Table 1a).

2. Using the critical storm-area size, the depth of basin-
average precipitation is determined for an array of storms for
which storm orientation varies in 10-degree increments over
the range of possible orientations. The orientation producing
the maximum average depth is determined and two additional
storms, with orientations of +5° from this orientation, are
developed. The orientation that produces the maximum aver-
age depth is selected as the critical orientation (ie., see
Table 1b).

Six-hour incremental precipitation amounts for each storm
identified in the optimization process are arranged in order of
decreasing magnitude, as illustrated in Tables l1a and 1b. The
time interval for incremental precipitation used for definition
of the optimized (or user-specified) storm is selected by the
user in the range of five minutes to six hours. Precipitation
is assumed to occur with uniform intensity during each six-
hour period outside of the 24-hour period of maximum preci-
pitation.

The user can specify the arrangement of six-hour incre-
ments throughout the storm or just the position of the maxi-
mum six-hour increment, which may occur in any position
after the first 24 hours of the storm. If the position of the
largest six-hour increment is not specified, it is placed in the
seventh position (hours 37-42) by default. Figure 1 illus-
rates a program-generated hyetograph for which At is one
hour. Criteria and guidelines for determining the temporal
arrangement of precipitation are given in Hydrometeorological
Report No. 52 (NWS, 1982).

RUNOFF SIMULATION

The HMRS52 program has capability to write subbasin hye-
tographs to a disk file, or to a special Data Storage System
(HEC, 1982), for subsequent runoff simulation with computer
program HEC-1 (HEC, 1981). An advantage of using the Data
Storage System is that a graphics program called DSPLAY
(HEC, 1983a) can be used to plot the precipitation hyeto-
graphs as well as hydrographs calculated with HEC-1.

The HEC-1 program can be used to simulate the runoff
generation, routing and combining operations required for
complex multi-subbasin watersheds. Generally the unit hydro-
graph approach to runoff simulation is employed, although

capability to calculate runoff with kinematic wave methodo-
logy is also available (HEC, 1979).

In addition to the subbasin hyetographs, input items for
HEC-1 would include:

1. Subbasin areas.

2. Unit hydrograph, loss rate, and base flow parameters for
each subbasin.

3. Streamflow routing parameters for each routing reach.

4. Storage-outflow criteria and an initial storage for reser-
voirs, if reservoir routing is to be performed.

ILLUSTRATION

The joint use of HMRS52 and HEC-1 for PMF estimation is
illustrated in the following hypothetical example. Figure 2
shows the 288 sq. mi. watershed above Jones Reservoir.
HMRS52 is used to develop PMS hyetographs for the four sub-
basins shown in Figure 2, and HEC-1 is used to calculate a
PMF inflow hydrograph to the reservoir and to route the PMF
through the reservoir.

For this illustration, no values are specified for storm cen-
ter, storm-area size, orientation, and temporal arrangement.
The program therefore places the storm center at the basin
centroid and obtains storm-area size and orientation by maxi-
mizing the depth of precipitation. A default two-hour tem-
poral distribution is used.

Table l1a is HMRS2 output that summarizes storm depths
for various storm-area sizes and for a storm orientation that
minimizes the moment of inertia of the basir area about the
major axis of the elliptical storm pattern, As may be seen
from the table, a storm-area size of 300 sq. mi. produces the
largest depth.

Table 1b summarizes depths obtained by varying storm
orientation in 10® increments and a sterm-area size of 300 sq.
mi. The last two storms in the table have orientations which
are 5° to either side of the best previous otientation, By coin.
cidence, the best previous orientation is 285°, 5o the last two
storms (280° and 290° orientations) are repeats of storms cal-
culated previously.

With PMS variables thus defined, hyetographs are calculated
for the four subbasins. Table 2 shows precipitation amounts
for Subbasin 1. The four hyetographs, runoff and routing
parameters, etc., are used as input to HEC-1, which calculates
discharge hydrographs for locations of interest. Table 3 shows
HEC-1 summary output resulting from the storm generated

by HMRS52. Peak discharge and maximum average discharges

for durations of 6, 24, and 72 hours are tabulated for each
location,

The objective in calculating a PMF is to obtain the largest
flood that can reasonably occur, Because of hydrologic char-
acteristics of a watershed, the largest flood may not result
from the storm that produces the greatest average depth of
precipitation. Results from several trials that were made in
calculating the PMF for Jones Reservoir are shown in Table 4,
These trials represent a sensitivity analysis with respect to
position of the peak six-hour interval, storm area, storm
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TABLE la. Selection of Storm-Area Size — Varying Storm Area Size and Fixed Orientation.

Sum of Depths for Three o
Storm Area  Orientation Basin-Averaged Incremental Depths for Six-Hour Periods Peak Six-Hour Periods s
(sq. miles) (degrees) . (inches) (inches) ‘L
10 285 962 135 071 048 037 030 025 021 619 017 015 014 11.69
28 288 1206 196 105 071 054 044 037 032 028 025 022 020 15.07 o
50 285 1382 240 128 088 067 054 045 039 034 030 027 025 17.50 Nt
100 285 1481 276 148 101 077 062 052 045 039 035 032 0.2 19.05 it
178 288 1523 299 159 1.09 083 0.67 056 048 042 039 034 031 15.82
300 283 1538 3.21 1.67 113 086 069 058 0.5¢ 044 039 035 0.32 20.25
450 285 1507 332 168 113 085 069 057 049 043 039 035 032 20.07
700 285 1440 340 166 111 083 067 056 048 042 037 034 031 19.46
1,000 285 13.76 342 163 108 081 067 054 047 041 036 033 030 18.82
1,500 285 13.04 333 158 1.04 078 063 052 045 039 035 032 029 17.95 _
2,180 285 1223 322 LS1 099 075 060 0S50 043 038 033 030 027 16.95 =
3,000 288 1131 305 142 993 070 056 047 040 035 032 028 0.26 15.78
4,500 285 1084 305 141 092 070 0.56 047 040 035 031 028 026 15.30
6,500 285 1045 300 137 089 067 054 045 039 034 030 027 028 14.82
10,000 285 976 297 131 085 063 051 042 036 032 0.28 026 0.23 14,08
15,000 285 904 286 130 085 064 052 043 037 033 029 026 0.24 13.21
20,000 288 834 278 130 085 064 052 044 038 033 029 026 0.24 1241
TABLE 1b. Selection of Storm Orientation — Fixed Storm Area Size and Varying Orientation, o
Sum of Depths for Three
Storm Area  Orientation Basin-Averaged Incremental Depths for Six-Hour Periods Peak Six-Hour Periods _.'-i
{sq. miles) {dcgrees) (inches) (inches) e
300 140 1485 3.14 164 111 084 068 057 049 043 038 034 032 19.62 o
300 150 1460 3.10 1.62 110 083 067 056 048 042 038 034 031 19.31 S
300 160 1437 307 160 109 083 066 056 040 042 037 034 031 19.04
300 170 1418 304 159 1.08 082 066 055 048 042 037 033 030 18.81 o
300 180 1403 302 158 107 081 066 055 04, 041 037 033 030 18.63
300 190 1396 300 158 107 081 065 055 047 041 037 033 030 18.54 I
30¢ 200 1396 301 157 107 081 065 055 047 041 037 033 030 18.54 -
300 210 1404 302 1.58 107 081 065 055 047 041 037 033 030 18.64 o
300 220 1419 303 159 1.08 082 066 055 047 042 037 033 030 18.81
300 230 1440 307 160 109 082 066 056 048 042 037 034 031 19.06
300 240 1463 310 162 110 083 067 056 048 042 038 034 0.31 19.34
300 250 1488 3.14 163 1.11 084 068 057 049 043 038 034 031 19.65
300 260 1511 317 165 112 085 068 057 049 043 038 035 032 19.93
300 270 1528 319 166 1.13 085 069 058 0.50 043 0639 035 032 20.13
300 280 1537 320 166 1.13 086 069 058 0.50 044 039 035 0.32 20.24 -
300 290 1537 321 167 L13 08 069 058 0.50 044 039 035 0.32 20,25 S
300 300 1528 319 166 1.13 086 069 058 050 044 039 035 0.32 20.14
300 310 1510 3.17 1.65 1.12 085 0.68 057 049 043 039 035 0.32 19.92 ;'-,"
300 280 1537 320 166 113 0.8 069 058 050 044 039 035 0.32 20.24 g
300 290 1537 321 167 113 086 069 058 050 044 039 035 032 20.24 .

orientation and storm-center location, A sensitivity analysis
of this kind should be performed when using the HMR52/
HEC-1 PMF estimation procedure. Characteristics of the trials
are as follows:

Trial 1 — Storm center, area size, orientation, and temporal
distribution were selected by the program. Figure 3 shows the
storm pattern used for Trials 1 and 2.

L L T PO R ISP SN N WA A SUPY G S JND PPUS API . Ar

Trial 2 ~ Same as Trial 1, except a temporal distribution is

used in which the peak six-hour interval is shifted to the 10th
position (hours 54-60). This change increased the peak flow
slightly and was used for subsequent trials,

Trial 3 — Same as Trial 2, except the isohyetal pattern was
manually centered on the watershed.

Trial 4 — Same as Trial 3, except that a storm-area size of
175 sq. mi. was specified.
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Trial 5 - A storm center was determined considering only
Subbasins 1, 2, and 3. The centering was chosen because these
subbasins produce most of the runof”.
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Figure 1. Example One-Hour Distribution of PMS Rainfall,
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Figure 2. Jones Reservoir Watershed.

As may be noted from Table 4, there is very little difference
in results for the five trials. Trial 2 produced the maximum
peak inflow and outflow. However the results from Trial 1,
using program defaults, could readily be adopted for the PMF,
because the difference in peak inflow and outflow differed
by only 0.4 percent and 0.7 percent, respectively. from the
maximum vaiues.

Although this illustration is hypothetical, studies performed
to date indicate that, in most cases, default values in HMRS?2
will suffice to develop the PMS. However, in the case of a
highly unusual basin shape or of a basin with marked spatially
heterogeneous runoff characteristics, a number of trials may
be warranted.

it il L

‘TABLE 2. Precipitation for Subbasin 1.

Precipitation (incher)
Six-Hour Two-Hour
Time Increment Increment Cumulative
Day 1 0000 - -
0200 : 0.12 c.11
0400 0.1t 0.22
06060 0.33 ¢.11 0.33
0800 0.13 0.46
1000 0.13 0.59
1200 0.40 0.13 0.72
1400 0.17 0.89
1600 0.17 1.06
1800 0.51 0.17 1.23
2000 0.23 1.46
2200 0.23 1.70
2400 0.70 0.23 1.93
Day 2 0200 034 2.28
0400 0.38 2.66
0600 1.18 0.43 3.09
0800 0.82 3.91
1000 1.08 4.95
1200 3.24 1.37 6.32
1400 3.94 10.27
1600 8.99 19,26
1800 15.51 2.57 21.83
2000 0.67 22.50
2200 0.55 23.05
2400 1.69 048 23.83
Day 3 0200 0.29 23.82
0400 0.29 24.11
0600 0.87 0.29 24.40
0800 0.20 24,60
1000 0.20 24.79
1200 0.59 0.20 24,99
1400 0.15 25.14
1600 0.15 25.29
1800 045 0.15 25.44
2000 0.12 25.55
2200 0.12 25.67
2400 0.36 0.12 25.79
SUMMARY

The National Weather Service has published criteria and
procedures for PMS development in the United States east of
the 105th meridian. A PMS can be input to a precipitation-
runoff simulation program such as HEC| to develop PMF esti-
mates. A computer program, HMRS2, has been developed to
facilitate PMS development. The program contains capability
to optimize storm-area size and orientation with maximization
of average depth as an objective function. In many cases this
capability will produce values for storm parameters that are
appropriate for PMF development.
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TABLE 3. HEC-1 Summary Output for Trial | .
(Runoff Summary - flow in cubic feet per second, time in hours, area in square miles).

et s i Ll agal el St A

Average Flow for Maximum Period

S MILES

Figure 3. Storm Pattern for Trials 1 and 2.

Hydrologic Engineering Center, 1979, Introduction and Application of

Operation Station Pesk Flow Time of Peak 6-Hour 24-Hour 72-Hour Busin Area
Hydiograph at 1 29,528 48.00 28,056 20,818 11,805 51.80
Hydrograph at 4 26,7198 42.00 21,758 12,922 8,339 20.30
Two Combined at 1+4 43,374 44.00 42,278 33,231 20,144 72.10 .
Hydrograph at 2 48,085 50.00 46,176 36,320 20,387 98.60 -
Hydrograph at 3 44717 §2.00 43,877 36,318 20,591 116.90 i
Two Combined at 243 90,924 §2.00 88,749 72,386 40,948 215.50
Two Combined at Inflow 127,493 50.00 124,553 103,675 61,092 287.60
Routed to Jones 94,664 60.00 91,656 74,403 42,765 287.60
TABLE 4. Summary of PMF Calculations. T
Position of Storm Storm
Peak 6-Hr. Storm Arca Orientation Center Center Total Rainfall Peak Inflow Peak Outflow
Trial Interval (sq. mi.) (degrees) (x miles) (v miles) (inches) (cfs) (cfs) .
1 7 300 285 322 83.8 25.50 127,500 94,650 .
2 lv 300 285 32.2 83.8 25.50 127,800 95,300
3 10 300 285 31.0 83.6 25.44 127,650 95,250 .
4 10 178 290 31.0 83.6 24.86 125.200 91,650 -
5 10 300 296 3.7 84.0 25.41 127,200 93,900
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if the basin is subdivided. The basis and operational characteristics of the
program are described, and an application is illustrated in which the program
is used in conjunction with a precipitation-runoff simulation program (HEC-1)
to compute a Probable Maximum Flood.
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TECHNICAL PAPERS (TP)

Technical papers are written by the steff of the HEC, sometimes in
collaboration with persons from other organizations, for presentation
at various conferences, meetings, seminarz and other professional
gatherings.

This listing includes publications starting in 1978.

HEC HEC NTIS
NUMBER TITLE PRICE NUMBER
$2.00 Esch
TP-52 Potential Use of Digital Computer Ground ADA-106 251

Water Models, D. L. Gundlach,
Apr 78, 38 pp.

TP-53 ' Development of Generalized Free Surface ADA-106 252
Flow Models Using Finite Element
Techniques, D. M. Gee and
R. C. MacArthur, Jul 78, 21 pp.

TP-54 Adjustment of Peak Discharge Rates for ' ADA-106 253
Urbanization, D. L. Gundlach,
Sep 78, 7 pp.

TP~55 The Development and Servicing of Spatial ADA-106 254

Datas Management Technigues in the
Corps of Engineers, R, P. Webb and
D. W. Davis, Jul 78, 26 pp.

TP-56 Experiences of the Hydrologic Engineering ADA-106 255
Center in Maintaining Widely Used
Hydrologic and Water Resource ‘
Computer Models, B. S. Eichert,
Nov 78, 16 pp.

TP-57 Flood Damage Assessments Using Spatial ADA-106 256
Data Management Techniques, D. W. Davis
and R. P. Webb, May 78, 27 pp.

TP-58 A Model for Evalusting Runoff-Quality in ADA-106 257
Metropolitan Master Planning,
L. A. Roesner, H. M. Nichandros,
R. P. Shubinski, A. D. Feldman,
J. W. Abbott, and A. 0. Friedland,
Apr 72, 81 pp.

......
.
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TECHNICAL PAPEkS (TP)(Continued)

HEC HEC NTIS —

Urban Watershed, J. Abbott,
Oct 78, 53 pp.

NUMBER TILLE PRICE NUMBER .
$2.00 Each
TP-59 Testing of Seversl Runoff Models on an ADA-106 258 :ﬂ§

TP-60 Operational Simulation of a Reservoir ADA-106 259
System with Pumped Storage, FR
G. F. McMahon, V. R. Bonner and o
B. 8. Eichert, Feb 79, 32 pp. e

TP-61 - Technical Fectors in Small Hydropower ADA--109 757
Planning, D. W. Davis, Feb 79, -

35 pp.

TP-62 Flocd Hydrograph and Peak Flow Frequency ADA-109 758
Analysis, A. D. Feldman, Mar 79 21 pp.

TP-63 HEC Contribution to Reservoir System ADA-109 759
Operation, B. S. Eichert and o
V. R. Bonner, Aug 79, 28 pp. L

TP-64 Determining Peak-Discharge Frequencies in ADA~-109 7690 .
an Urbanizing Watershed: A Case Study, pﬁg

S. F. Daly and J. C. Peters, Jul 79, 15 pp. Aty

TP-65 Feasibility Analysis in Swmall Hydropower ADA-109 761 ;ii
Planning, D. W. Davis and B. W. Smith, -
Avg 79, 20 pp. e

TP-66 Reservoir Storage Determinstion by Computer ADA-109 762
Simulation of Flood Control and
Conservation Systems, B. £. Eichert, ;
Oct 79, 10 pp. tm

TP-67 Hydrologic Land Use Classification Using ADA-109 763
LANDSAT, R. J. Cermak, A. D. Feldman
and R. P. Webb, Oct 79, 26 pp.

TP-68 Interactive Nonstructural Flood-Control ADA-109 764 P
Plannng, D. T. Ford, Jun 80, 12 pp.

Y PR e - L S . . . . .
s WP W WU W GG S W W1 VY YU VT YA W SU. VTUC DD CUREE TG SO YPRNY SO TR YR G SN VTR T S )




\\\\\

HEC
NUMBER

TP-69

IP-70

TP-71

TP-72

TP-73

TP-74

TP-75

TP-76

TP-77

TP-78

.........

TECHNJCAL PAPERS (TP)(Continued)

.....

HEC NTIS
TIILE —. PRICE NUMBER
$2.00 Esch
Critical Water Surface by Minimum Specific ADA-951 599
Energy Using the Parsbolic Method,
B. S. Eichert, 1969, 15 pp.
Corps of Engineers Experience with ADA-109 765
Automatic Calibration of «
Precipitation-Runoff Modal, D. T. Ford,
E. C. Morris, and A. D. Feldman,
May 80, 12 pp.
Determination of Land Use from Satellite ADA-~-109 766

Imagery for Input to Hydrologic Models,
R. P. Webb, R. Cormak, and A. D. Feldman,
Apr 80, 18 pp.

Application of the Finite Element Method to
Vertically Stratified Hydcodynamic Flow
and Water Quality, R. C. MacArthur and
W. R. Norton, May 80, 12 pp.

Flood Mitigetion Planning Using HEC-SANM,
D. W. Davis, Jun 80, 17 pp.

Hydrographs by Single Linear Reservoir
Model, J. T. Pederson, J. C. Peters,
and 0. J. Helweg, May 80, 17 pp.

HEC Activities in Reservoir Analysis,
V. R. Bonner, Jun 80, 10 pp.

Institutional Support of Water Resource
Models, J. C. Peters, May 80, 23 pp.

Investigation of Soil Conservation Service
Urban Hydrology Techniques,
D. G. Altman, W. H. Espey, Jr. and
A. D, Feldman, May 80, 14 pp.

Potential for Increasing the OQutput of
Existing Hydroelectric Plants,
D. W. Davis and J. J. Buckley,
Jun 81, 20 pp.

ADA-109

ADA-109

ADA~109

ADA-109

ADA-109

ADA-109

ADA-109

767

756

768

769
770

771

772
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. TECHNICAL PAPERS (TP)(Continued) o
% HEC HEC NTIS g
E NUMBER ILILE PRICE NUMBER ,‘

K l:‘»:;-.'
o $2.00 Each oy
ﬁ‘ TP-79 Potentisl Energy and Capacity Gains from ADA-109 787 Qi?
. Flood Control Storasge Reallocation B
. at Existing U. S. Hydropower "

Reservoirs, B. S. Eichert and
V. R. Bonner, Jun 81, 18 pp.

TP-80 Use of Non-Sequential Techniques in the ADA-109 788 B
% Analysis of Power Potential at Storage
II Projects, G. M. Franc, Jun 81, 18 pp. ) .
if TP-81  Data Management Systems for Water Resources 4 ADA-114 650 ;[ﬁ
- Planning, D. W. Davis, Aug 81, 12 pp. : v
ﬂ; TP-82 The New HEC-1 Flood Hydrograph Package, A. D. . ADA-114 360 ;ﬁ;
._ Feldman, P. B. Ely and D. M. Goldman, e -4
- May 81, 28 pp. e
' RN
- TP-83 River and Reservoir Systems Water Quality ADA-114 192 s
= Modeling Capability, R. G. Willey, S
h Apr 82, 15 pp. | ]
5 TP-84 Generalized Real-Time Flood Control System ADA-114 359 i
a2 Model, B. S. Eichert and A. F. Pabst,
o Apr 82, 18 pp. : -
TP-85 Operation Policy Analysis: Sam Rayburn ADA-123 526 :ﬁﬁ

Reservoir, D. T. Ford, R. Garland —
and . Sullivan, Oct 81, 16 pp. o

TP-86 Training the Practitioner: The Hydrologic ADA--123 568
Engineering Center Program, e
W. K. Johnson, Oct 81, 20 pp. w0

-

TP-87 Documentation Needs for Water Resources ADA-123 558
Models, W. K. Johnson, Aug 82, 16 pp.

LI
AL RN SRS §

TP-88 Reservoir System Regulation for Water ADA-130 829 iﬁﬁﬂ
Quality Control, R.G. Willey, SN
Mar 83, 18 pp. -

TP-89 A Software System to Aid in Making Real-Time ADA-138 616 e
Water Control Decisions, A. F. Pabst RN
and J. C. Peters, Sep 83, 17 pp. Cl

I PR - P . - L ) . PO,
. - . PR PR . . PR - IR DY AT e T e At et .t . . .
PP AP R LTI PUNT AL TIOE TP TPUT TP YT WU UG Wl TG WY WO T WA S Tt Wy W |




g b st gk ais bl ae ey oy T " " reldirais avwie ated deden ae PO, SarAres Jtes Suvs Ik RAdet bt abuth St e Sl e e e
N . . ' . . . - . T e el . . S T N

TECHNICAL PAPERS (TP)(Continued)

HEC HEC
NUMBER I1TLE PRICE

TP-90 Calibration, Verification and Application
of a Two-Dimensional Flow Model,
D- Ha G‘l.' s.p 83. 6 ppo

TP-91 HEC Scftware Development and Support,
B. S. Eichert, Nov 83, 12 pp.

TP-92 Hydrologic Engineering Center
Planning Mcdels
D. T. Ford and D. W. Davisg,
Dec 83, 17 pp.

TP-93 Flood Routing Through A Flat, Complex
Floodplain Us’ng A Oce-Dimensional
Unsteady Flow Computer Program,
J. C. Peters, Dec 83, & pp.

TP-94 Dredged-Material Disposel Management
Model, D. T. Ford, Jan 84, 18 pp.

TP-95 Inflitration and Soil Molsture Redistribution
in HEC-1, A. D. Feldman, Jan 84,

TP-96 The Hydrologic Engineering Center Experience
in Nonstructural Planning, W. K. Johnson
and D. W. Davis, Feb 84, 7 pp.

P-97 Prediction of the Effects of e Flood Control
Project on a Meandering Stream,
D. M. Gee, Mar 84, 12 pp.

TP-98 Evolution in Computer Programs Causes Evolution
in Training Needs: The Hydrologic Engineering

TP-99 Resorvoir System Analysis for Water Quality,
J. H. Duke, D. J. Smith and R. ¢. Willey,
Aug 84, 27 pp.

AP EO i

Center Experience, V. R. Bonner, Jul 84, 20 pp.

-

NTIS
NUMBER

$2.00 Each

ADA-135 668

ADA-139 009

ADA-139 010

ADA-139 011

ADA-139 008

ADA-141 626

ADA~141 860

ADA-141

MO AR SRR SENE L e Sl

o



- N n Radbt S0k L0 vih el AV il o
NG M AU B AR RTINS AL A AL C A AR ATRE A LA

TECHNICAL PAPERS (TP)(Continued)

HEC HEC NTLS
NUMBER ILTLE ERICE NUMBIR

$2.00 Each

TP-100 Probable Maximum Flood Egstimation - Eastern
United States, P. B. Ely and J. C. Peters,
Jun 84, 5 pp. ' -

TP-101 Use of Computer Program HEC-5 For Water
Supply Analysis, R. J. Hayes and
‘Bill S. Eichert, Aug 84, 7 pp.
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